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SZ 115

SZ 225

SZ 9135

SZ 9136

SZ 9137

SZ 9166

SZ 9167

GRADE FEATURES APPLICATIONS
SPECIFICATIONS

viscosity
mPa.s

color
Gardner

density
g/cm3

molecular
weight

acid value
mgKOH/g

polymersolid %
by weight

ADDITIVES
ADDITIVES

20
3 max 0.99 - - 100 at 25°

800
4 max 1.10 800 - 100 at 25°

35 
2 max 1.05 - - 100 at 25°

400
2 max 1.08 - - 100 at 25°

170 
2 max 1.07 - - 100 at 25°

2,700
5 max 1.31 - 270 100 at 25°

3,000  
5 max 1.34 - 270 100 at 25°

reactive amine additives - substrates : plastics, paper, wood, metal
- increase the cure speed of UV replace more - overprint varnishes
fugitive amine synergists - silk screen and flexo inks and pigment coatings

- light color - clear coatings for paper and plastics
- low viscosity, odor, volatility - wood sealers and fillers
- good stability
- fast curing esp. at the surface

amine-functional acrylate additives - substrates : plastics, paper, wood, metal
- low viscosity - additives or diluents for other oligomers
- good UV curing response - accelerator with photo abstraction photoinitiator
- good adhesion to plastics (benzophenone etc.)

- adhesives and coatings for plastics
- screen ink vehicles
- metal decorating inks and coatings
- clear coatings for paper
- wood coatings and fillers

silicone acrylate for slip, wetting and flow - substrates : paper, plastics and metal
- good stability in formulation - overprint varnishes
- light color - scratch resistant coating and release coating
- low viscosity

silicone acrylate for slip, wetting and flow - substrates : paper, plastics and metal
- good stability in formulation - overprint varnishes
- light color - scratch resistant coating and release coating
- low viscosity

silicone acrylate for slip, wetting and flow - substrates : paper, plastics and metal
- good stability in formulation - overprint varnishes
- light color - scratch resistant coating and release coating
- low viscosity

methacrylate modified acidic adhesion promoter - substrates : plastics,  metal
- good stability in formulation - solder resist and etch resist
- light color - avoid from humidity
- low viscosity, odor, volatility - avoid use with amine derivatives and basic pigment

acrylate modified acidic adhesion promoter - substrates : plastics,  metal
- high reactivity - solder resist and etch resist
- low viscosity, odor, volatility - avoid from humidity
- light color - avoid use with amine derivatives and basic pigment
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LITHOGRAPHIC
INKS

FLEXO  INKS

SILK SCREEN
INKS

O.P.V

LAMINATING
ADHESIVE

SPECIAL CHARACTERISTICS OLIGOMERS

PRODUCTS INFORMATION
PRODUCTS INFORMATION

High reactivity SP 236, SP 238, SP 220, SE 1702
Good HLB, low misting
Improved flexibility
Improved pigment wetting

High reactivity SP 280, SP 281, SP 283, SZ 115, SZ 225
Low viscosity

Typical rheology SU 710, SU 704, SU 7206
SU 588, SU 584, SU 530, SU 564, SU 574, SU 574B
SP 236, SP 236L
SE 146, SE 148, SE 1701, SE 1702, SE 1703
SA 345

High reactivity SP 280, SP 281, SP 283, SP 284, SP 236
SP 238, SP 220, SP 224
SA 345,
SE 120, SE 140, SE 146, SE 1500
SU 710, SU 564, SU 584, SU 594
SZ 115, SZ 225, SZ 9135

Adhesion, cohesion, flexibility SP 220, SP 224
SA 345, 
SU 5225, SU 580, SU 530

WOOD COATINGS

PRIMER SEALERS AND FILLERS

TOP COATINGS PARQUET

WATER-BASED SYSTEMS OUTDOOR

OTHER COATINGS

COATINGS ON PVC, LINOLEUM COATINGS ON OTHER PLASTICS

METAL

SE 1500, SE 1701, SE 1703 SU 5260, SU 564, SU 7206, SU 710

Water based systems SE 120, SE 145, SE 146, SE 1500
SU 550, SU 560, SU 550A SE 1701, SE 1700
SW 5200

SE 145, SE 146, SP 280, SU 7206 High abrasion resistance :
SP 280

Non-yellowing coatings SU 704, SU 594
SU 520, SU 5039, SU 5260, SU 522 SE 1500, SE 1703

High hardness and abrasion resistance
SU 520, SU 571, SU 5039, SU 594

Water based systems : Non-yellowing and outdoor durability :
SU 550, SU 560, SU 550A, SW 5200 SU 584, SU 512, SU 588

SU 594

Abrasion resistance : Abrasion resistance :
SU 514, SU 545, SU 594, SU 520 SU 545, SU 522, SU 594, SU 520
SU 584, SU 564, SU 574B SU 5260, SU 5039, SU 571

Good adhesion on glass
SU 5347

Good adhesion on plastics
SP 220, SP 224

Adhesion, protection 
SU 584, SU 5020, SU 5030, SU 519  
SZ 9166, SZ 9167 
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Hard (high reactivity)

Soft (low reactivity)

Classification of Urethane acrylate Solmer U
( ): function
5: aliphatic
7: aromatic

5039(9)

520(10)

571, 522, 522B(6) 720(6)

5020(6)

594(3), 5260(3)
7206(3)

564(3)

574(3)

514(2)

550, 560(3)

584(2) 755(2)

512, 511(2) 715(2), 710(2)

542, 543(2)

570(2)

588(2)

530(2)

PRODUCTS INFORMATION
PRODUCTS INFORMATION

UV Special oligomers

Water based system Good adhesion

Special Application Coating on other plastics

Water dispersion type SU 5225
SW 5200 SU 439B

Water soluble type
SU 550, SU 550A, SU 560

Good adhesion on glass PVC flooring
SU 5347 SU 5260, SU 514, SU 584

Good laminating adhesive Mobile Phone coating
(Glass+PET, Glass+Glass, PET+PET ) SU 5020, SU 571, SU 542, SU 543
PSU 439B, SU 5225

Amine synergist
SZ 115, SZ 225

Adhesion promoter
SZ 9166. SZ 9167

Leveling agent
SZ 9070, SZ 9135, SZ 9137

UV additives


